List of Authorized Cargoes (LOAC)
for the SEA VENTURE, O.N. 659954
Tank Group Definitions and Characteristics from 46 CFR 153

Tank

Group  Tanks in Tank Group

Cargo Vent Vent
Contain Height Type Gauge

Elec
Haz

A 1(FP,FS), 2(AS,AP), 7(P,S,C)

Special Requirements

SR 200: .236(a) (b) (c) (d) () (g) .238(a)

SR 300: .316 .355

SR 400: .400 .408 .409 .440 .440(a)(1) (a)(2)
SR 500: .525(a) (b) (c) (d) (e) (f) .526 .527

SR 600:
Fire Protection System:

Rockwood Systems

1l B/3 PV Closed

I-D

B 1C, 2(AC,FC), 3(C,FP,FS,AP,AS), 5FC

Special Requirements

SR 200: .236(a) (b) (c) (d) (f) (g) .238(a)

SR 300: .316 .355

SR 400: .400 .408 .409 .440 .440(a)(1) (a)(2)
SR 500: .525(a) (b) () (d) (e) (f) .526 .527

SR 600:
Fire Protection System:

Rockwood Systems

1 B/3 PV Closed

c 5(AC,P,S), 6(P,S,FC)

Special Requirements

SR 200: .236(a) (b) (c) (d) (f) (g) .238(a)

SR 300: .316 .355

SR 400: .400 .408 .409 .440 .440(a)(1) (a)(2)
SR500: .525(a) (b) (c) (d) (e) (f) .526 .527

SR 600:
Fire Protection System:

Rockwood Systems

1 B/3 PV Closed

D 4(P,S,C), 6AC
Special Requirements

SR 200: .236(a) (b) (c) (d) () (g) .238(a)

SR 300: .316 .355

SR 400: .400 .408 .409 .440 .440(a)(1) (a)(2)
SR 500: .525(a) (b) () (d) (e) (f) .526 .527

SR 600:
Fire Protection System:

Rockwood Systems

1l B/3 PV Closed
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